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) HC2062 Bollard

BOLLARD RANGE

Speci�cations:
• Stainless steel bollard with semi dome top.
• 316 grade stainless steel.
• 101 mm dia with a 3 mm thickness.
• 900 mm overground level and 300 mm underground level.
• Brushed �nish.

Fitting: 
Fixed bollard is �xed underground level in concrete, 
removable bollard comes complete with retention socket.

Concrete Foundations: 
Fixed bollard: 500 x 500 x 300mm
Removable bollard: 500 x 500 x 300mm (hardcore for drainage 
is recommended under the socket before the concrete).

Options Available: 
• Fixed and removable versions available.
• Range of retention sockets available.
• Re�ective strip.
• Other lengths available on request.
• Base plates available to surface �x.
• Matches HC2089 cycle stand.

Speci�cations: 

Pipe (Dia) 101 mm 

Wall Thickness 3 mm

Overground 900 mm

Underground 300 mm

Fixed  Removable
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) Options

) HC101R 
     Retention Socket

) HC101F
     Retention Socket

https://www.hartecast.com/all-products/bollards/hc2062-bollard/
https://www.hartecast.com/all-products/bollards/hc2062-bollard/
https://www.hartecast.com/all-products/cycle-stands/hc2089-sheffield-cycle-stand/
https://www.hartecast.com/all-products/retention-sockets/hc101f-retention-socket/
https://www.hartecast.com/all-products/retention-sockets/hc101r-retention-socket-2/



